END OF STD.
FENCE OR ADDITIONAL
LET-DOWN FENCE

6"(152 mm) CORNER POST
4"(102 mm) BRACE POST |

1/8(.2 km) MILE BETWEEN STRESS PANELS

AN

STEEL LINE POSTS
16'-1/2" (4889 mm) O.C.
SEE SPECIAL WIRE
| CLIP DETAIL OR USE
ALTERNATE CLIP

Hq

6'-6" MIN.
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\ NO WIRE STAYS USED
SN
SEE RING-ATTACHED
TO WIRE DETAIL

SEE SPECIAL
J WIRE CLIP DETAIL
s

(1981 mm)

CRIMP & POST

=
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2"(51 mm) GALV.

3/8"(10 mm) 0 U-BOLT

STEEL POST

TOP VIEW

STEEL POST
4 / /1
/4

SPECIAL /4
WIRE

CLip
N

(SHOWN IN WIRES-DOWN POSITION.)

1. SEE SPECIFICATIONS FOR THE FOLLOWING:
A.POST SPACING
B. TYPE OF WIRE TO BE USED
C. SPACING BETWEEN WIRES
D. POST LENGTH & DEPTH OF BURIAL
E. SCHEDULE OF 2"(51 mm) PIPE TO BE USED

WOOD BRACE
POST ON
STRESS PANEL

END OF STD.
FENCE OR

DOWN FENCE
2"(51 mm) GALV. PIPE

9 GAUGE SMOOTH WIRE

|
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3"D x 3/8" METAL RING (.D.)
(76 mm x 10 mm)

BARBED WIRE ATTACHED
/TO METAL RING

-

S

\

\ EYE-PIN (OR 16d NAIL)

TOP VIEW

TWISTED 9- OR 12 1/2-GA. WIRE TO SECURE
TOP OF 2"(51 mm) PIPE TO STRESS PANEL.

2"(51 mm) GALV. STEEL PIPE WITH
HOLES DRILLED FOR U-BOLTS.

EYE-PIN THROUGH EACH U-BOLT
/& METAL RING (OR 16d NAIL).
BARBED WIRE ATTACHED
/ TO METAL RING

\3/8"(10 mm) 0 U-BOLY

N\ WITH HOLES DRILLED
THROUGH ENDS FOR EYE-PIN (OR NAIL).

AN

SIDE VIEW

2. THE METRIC CONVERSIONS ARE PROVIDED IN PARENTHESIS

FOLLOWING THE ENGLISH UNITS.

S
S

3"x3/8"(76 mm x 10 mm)(L.D.)
METAL RING

ADDITIONAL LET-



